oon a = 
| a ae MOUNTING HARDWAR >\ 
| Description . \) 

pit at v , a 

— 3/8 - 16 x 2” Sp. Bolts 
= Spacer 5/8" Long’*._ 


Bullet Connector 


=ers 7 


™378""'SL Hex Nuts | — 
3/8” Flat Washer | —_— ¥ 


3/8 = 16% 1-1/4” Slotted Round-Head Bolts 
3/8 - 16 x 1-1/2” Hex Cap Screw 
Hose Clamps 
. Fairing Mounting Bracket - Upper 
Fairing Mounting Bracket - Lower ~ 
Headlight Mtg. Clips = 
rd 1/4" Flat Washers \ 
1/4 - 20” SL Hex Nuts 
_No. 8 - 32 x 1-1/4” Nylon Screw~ 
» No. 8 Nylon Washer ty 
= No. 8-32 Nylon Nut | 
Windshield Strip, stsStCS 
Windshield Gasket 


Quantity 


22° 2 ae” > Oe 


{ 


: 


ay 


Remiove bolts from wile and upper radiator mounts. Discard washers and nsf upper firing ee 


“-* 4 mounting bracket. Note installation of hose clamps-(see Fig. 1). A a 
2. Remove lower radiator mounting olts. P isexg washers and in tall loiter: fairing eunting brachapee 
(see Fig. 1). will ’ . ; 
3. Remove the motorcycle fo ag = | ‘ Oo 
aa! —— | ; pF 
a BiscoFinect the pe, , left rr ‘Signal wires (see Fig. 2). Note their logation. ? ~ 
2 ~~ tag: 
5. nove complete tt <= assemblies from the,motorcycie. - Use. the 3/8. —— 
34 wen pikapitted to hold the housing and turn signal oa 


I Bipuite she place (see Fig 
| : ° - - ae t 
ae 


TURN SIGNAL ASSEMBLY 


Remove lens and light houses 
bayonet plug off the wire, as clos 


‘Remove existing turn fdonall 


ae 


a 


6. Place a protective cover over the front fender @nd the ‘caged tank tffiring packing, | ia 
a ' | - vie. yak * f 


pieces of cardboard). 


f 
f 


| a 


/. Place fairing on front fender of 


motorcycle and route 
headlight (see Fig. 3). 


the wiring harness into the back of the 
Plug wires into a motoreycle 


Whips. « as per color code. 


6. Install plastic headlight cover. 
housing, : 


Use a heavy 


rubber band or tape to secure the cover to the headlight 


Lift fairi g into position and loosely attach fairing to the lower mounting bracket 
rounc -head bolts. 
a ae 


a : / 
the fairing back into position on the upper : ounting bracket and j 

a ii Isc PSE OtIn | nstall front turn sign 
“i gmt ae .~ ignals to 


using four slotted 


11. fe iring mounting bolts secu , care not to O' /ER- 
12 Plug turn signal ¥ con harness, = 
a ee af 
ss aie Plug wiring harness into headlight and install into fairing, using three headlight mounting clips 
- nage 


. —— magyced (see Fig. 5). 


— at 

14. Position windshield and. windshield sthiponto the i 
the center hole out. ™~ 

| NOTE: It will be necessary to slightly bend the windshield to install the bolts. 
nylon bolt, small nylon washer, and one nylon nut. 


TIGHTEN. Check and tighten these bolts periodically. 
— a 
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ry paalle! progression fram 


& _% 


Each hole uses a 
Tighten all bolts equally. DO NOT OVER.- 


* 


Po 


a > Adjust handlebar and mirrors if necessary te provide clearance for maximum turning. 
16. Adjust headlight as necessary for properfeadlight simi ng. = 
; Sis 


Discard 


318-16 x2” 
_ Special Bolt 


